The Cisco Catalyst® 2950-24 is a member of the Cisco Catalyst 2950 Series switches, and is a standalone, fixed-configuration, managed 10/100 switch providing user connectivity for small to mid-sized networks. This wire-speed desktop switch comes with Standard Image (SI) software features and offers Cisco IOS® functionality for basic data, video and voice services at the edge of the network.

Available for the Catalyst 2950 Series, the Cisco Network Assistant is a free centralized management application that simplifies the administration task of Cisco switches, routers, and wireless access point. Cisco Network Assistant offers user-friendly GUI interface to easily configure, troubleshoot, and enable and monitor the network.

· 24 10/100 ports 

· 1 rack unit (RU) standalone switch 

· Wire-speed desktop switches offering Cisco IOS® functionality for basic data, video and voice services at the edge of the network 

· Standard Image (SI) software installed 

· Ideal for desktop connectivity
Indicators:

· Per-port status LEDs: link integrity, disabled, activity, speed, and full-duplex indications

· System status LEDs: system, RPS, and bandwidth utilization indications
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The Catalyst 2950 Series
switches are stackable
Ethernet switches to which you
can connect workstations and
other network devices, such as
servers, routers, and other
switches. The switches can be
deployed as backbone
switches, aggregating
10BASE-T, 100BASE-TX, and
Gigabit Ethernet traffic from
other network devices.
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The Catalyst 2050 Series

offers fixed-configuration, wire-
speed Fast Ethemet desktop
switches that delivers premium | |
performance and functionality

for local-area networks.

(LANS). These stand-alone,
10100 autosensing switches 1
provide enhanced quality of @
service (QoS) and multicast

management features, which
are managed with the easy-to- A
use, web-based Cisco -
Managerment Suite (CMS)
and integrated Cisco [0S
Software. The Catalyst 2950
Gigabit-over-copper version,
‘with 10/100/1000BASE-T
uplinks, offers medium-sized
businesses and enterprise
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Коммутаторы серии Catalyst - каскадируемые Ethernet коммутаторы, к которым вы можете подсоединять рабочие станции и другие сетевые устройства, такие, как серверы, маршрутизаторы и другие коммутаторы. Коммутаторы могут быть использованы как магистральные коммутаторы, агрегирующие 10 BASE-T, 100 BASE-TX и Gigabit Ethernet трафик от других сетевых устройств.   
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1. Системный светодиод
Показывает, получает ли система питание и функционирует ли правильно. (Зеленый цвет означает нормальное функционирование. Красный означает, что блок получает питание, но не функционирует правильно.)
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2.RPS LED
Shows the RPS status. Solid
green means that the RPS is
connected and operational

Blinking green means that the
RPS s backing up another
switch in the stack. Solid
amber means that the RPS is
connected but not functioning
properly (it could be in standby.
mode). Pressing the
Standby/Active button on the
RPS puts itin Active mode,
and the LED should turn
green. I the LED does not turn
green, the RPS power
supplies could be down or the
RPS fan could have failed.
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2. RPS светодиод

Показывает RPS статус. Постоянный зеленый означает, что RPS подсоединен и управляем (?). Мигающий зеленый означает, что RPS … другой коммутатор в каскаде (?). Постоянный красный  означает, что RPS подсоединен, но не функционирует правильно (он может быть в режиме standby). Нажатие кнопки Standby/Active на RPS переводит его в активный режим, и светодиод начинает гореть зеленым. Если зеленый цвет не загорается, то RPS энергоснабжение может быть выключено, или RPS вентилятор может быть неисправным.  
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3.  светодиод
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4.UTIL LED

Stands for switch utiization. It
displays the current
bandwidth in use by the
switch
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5. Mode Button

Allows the user 10 select or
change the port mode. Press
the Mode button to highlight
the mode that you want.
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5. Кнопка режима

Позволяет пользователю выбрать или поменять режим порта. Нажмите кнопку Mode для выбора желаемого режима. 
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6. DUPLX LED

Stands for port duplex mode:
half duplex or full duplex.
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6. Дуплексный светодиод
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7. SPEED LED )
Stands for port speed, the port
operating speed: 10 or 100
Mbps for 10/100 ports and 10,
100, or 1000 Mbps for
10/100/1000 ports.

Front View

Bnvad | (& @ | €] cscoNetworking acade. . | &1 sco Networking Acade. . |[ &) Media Object - Micros... ] Catayst 2650 - 24.doc -

| @[w 520




[image: image12.png]osoft Internet Explorer =18 x|

8. Port Status LEDS
Iiluminate when the status
ports are being used.
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1. AC Power Connector  *.
The internal power supply is

an autoranging unit that

supports input voltages ?
between 100 and 240 VAC.
Use the supplied AC power
cord to connect the AC power
connector (o an AC power
outlet
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2. RPS Connector [}
RPS stands for redundant

power system, which can

support six external network
devices and provides power o
one failed device at a time. It
automatically senses when the.
internal power supply of a
connected device fails and
provides power to the failed
device, preventing Ioss of

network traffic. When the

internal power supply has 1
been brought up or replaced, -
the RPS automatically stops
powering the device.
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3.FAN 0

Helps cool the intemnal
components.
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4.RJ-45Console Port ~ *
A user can connect a swilch (o
a PC through the console port
with the supplied rollover cable
and DB-9 adapter. To connect
a switch to a terminal, you
need to provide an RJ-45 to
DB-25 female DTE adapter.
You can order a kit with that
adapter from Cisco. For
console port and adapter pin-
out information, see the Cable.
and Adapter specifications.

rosoft Internet Explorer

=181]

1:1

Rear View

Bnvad | (& @ | €] cscoNetworking acade. . | &1 sco Networking Acade. . |[ &) Media Object - Micros... ] Catayst 2650 - 24.doc -

B a0




