RAS Router

hostname RAS

|

enable secret 5 $1$5aK7w$7ztlgCtnNyG.vA7p]j7T1P1
enable password cisco

|

username Andrew privilege 15 password 0 cisco
username Ray privilege 15 password 0 cisco
username Dmitry privilege 15 password 0 cisco
|

|

|

!

ip subnet-zero

no ip domain-lookup
ip host r3 2003 1.1
ip host r6 2006 1.1
ip host r5 2005 1.1.
ip host r4 2004 1.1
ip host pix2 2016 1 .1
ip host pixl 2015 1 .1
ip host rl0 2010 1.1.1.1

PR RR R
PR RR R

ip host r9 2009 1.1.1.1
ip host r8 2008 1.1.1.1
ip host r7 2007 1.1.1.1
ip host r2 2002 1.1.1.1
ip host rl 2001 1.1.1.1
ip host CAT3550A 2011 1.1.1.1
ip host CAT3550B 2012 1.1.1.1

interface Loopback0

ip address 1.1.1.1 255.255.255.255
|

|

|

line con O
exec-timeout 0 O
privilege level 15
line 1 16

no exec-banner
exec-timeout 0 O
exec-character-bits 8
no exec




transport input all
line aux O

line vty 0 4
exec-timeout 0 O
privilege level 15
password cisco

no login

|

end

RASH




