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Appendix 8.3.3 Verify the Firmware and Driver Versions

A.1 Access Point Verification

e ap Sunmarg Sotus - Sresslt Ifemet Bgplorer 3 i (=1 |
| Be ot Wew Faorbes Iooks e
| b - = - Q[ | Dsewch GiFweiss Py |G- G- H O
| Akress L8] herpc13.0.1 Sredesshen =] e
|urks @EDCS . Ery  BjwiEu  BYENEU @)wel Farge @)PCAMal EEE PEEE D1 ] SWEN ber
Cisco § &
homesp Summary Status ISER SEEILRS
Cinon 350 Feries ARJ1ET A traeerink i 0
Tiasse  Dlmp | Mootk | Aswachgems | Seom | Legs | lelp | 201G 1B & 13
HE B Current Associstions 3
Clissts: 2of7 | Bopenters: 1 ef | [ Bridges: 0 of0 | apc1
Recont Events
Tisar ] Severity | Drescription
Metwerk Ports Dragnostics
Drevice | mbis TP Addr. | BIAC Addr
Ethernet | 10000 13119 DOA0FE4TECIA
AFEade | ™ 1.0 [EARE] CAY0FETEGI0
R—““-&ﬂ'%ﬂml Up i 1o 13109 | cosngersens
[Home|MagiLopallisteskiih sdo ontens el Lozl Hel]
Cioce 188 Saried 2B LT & Cogurgha 5001 Ciave Poviamg D i
. | ]
E_]M || I_Eh:dmm 1

Figure [1]: AP Firmware Location using HTTP
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Figure [2]: AP Firmware Location using Telnet/Console
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Step1  Browse, Telnet, or console to the access point.
Step 2

Step 3

Refer to Figure [1], for HTTP Access Point (AP) firmware version confirmation.

Refer to Figure [2], for Telnet/Console AP firmware version confirmation.

A.2 Workgroup Bridge Verification
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Figure [3]: Workgroup Bridge Firmware Location using HTTP
Step 4 Browse to the Workgroup Bridge.

Step 5 Refer to Figure [3], for HTTP Workgroup Bridge firmware version confirmation.

2-4

Appendix 8.3.3 Verify the Firmware and Driver Versions Copyright © 2003, Cisco Systems, Inc.



A.3 Client Verification — Aironet Client Utilities (ACU)
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Figure [4]: Client Radio Firmware and NDIS Driver Version
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Figure [5]: Client ACU Version

This section will provide information for determining the Aironet Client Utilities
(ACU) version, for Versions 4.15 and 5.01 to determine ACU Versions ACU 4.15.

Use the following procedures to determine the versions of ACU client firmware,
driver, and software that are running:

Step 1
Step 2
Step 3
Step 4
Step 5
Step 6
Step 7

Open the ACU.

Select the Commands drop-down menu.

Click on Status.

Refer to Figure [4], for ACU Client firmware and driver version confirmation.
In the Status window, click on OK to close the window.

Select the Help drop down menu.

Click on About Aironet Client Utility.
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Step 8 Refer to Figure [5], for the ACU version.

Determining ACU Versions — ACU 5.01

Use the following procedures to determine the versions of ACU client firmware,
driver, and software that are running:

Step1  Open the ACU.

Step 2  Click on the Status toolbar button.

Step 3  Refer to Figure [4], for ACU Client firmware and driver version confirmation.
Step 4 In the Status window, click on OK to close the window.

Step 5 Click on the About toolbar button.

Step 6  Refer to Figure [5], for the ACU version.

A.4 Windows CE Verification
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Figure [6]: Windows CE ACU

Launch the Aironet Client Utilities on the Windows CE device, the screen that
appears is shown in Figure [6].
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