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Lab 6.4.4.2 Configure Bridge Services 

Estimated Time: 30 minutes 

Number of Team Members: Students will work in teams of two. 

Objective 
In this lab, students will configure various services on the BR1310. 

Scenario 
The bridge Services configuration page is used to set parameters for various services, including: 
Telnet/SSH, CDP, DNS, Filters, HTTP, Proxy Mobile IP, QoS, SNMP, NTP, VLAN, STP, and ARP 
Caching. 

Topology 

 

Preparation  
The students will read and familiarize themselves with the concepts and procedures of Chapter 6 
prior to the lab. 
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Tools and Resources 
 Each team will require the following: 

• One multi-function wireless bridge properly set up for Web browser access 

• One PC to configure each bridge 

Step 1 Viewing default values  
Each of the Services available on the bridge has a default value. These defaults can be viewed from 
the Services Summary page. 

 

Step 2 Configuring the console/Telnet parameters of the bridge unit  
From the Setup page in the Services section, select the Telnet/SSH link. Record the current 
settings. 

Document the following settings: 

a. Terminal Type: 

_____________________________________________________________________________ 
b. Columns: 

_____________________________________________________________________________ 
c. Lines:  

_____________________________________________________________________________ 
If remote access to the bridge is a concern, the Telnet feature of the bridge unit may be disabled by 
checking the Disabled button on this page.  
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Step 3  Configuring the time server parameters of the bridge unit to set the time 
From the Setup page in the Services section, select the NTP option. 
 

 
NTP is designed for extreme accuracy and requires configuration of a Hostname or IP address of an 
NTP server. Time Settings can be manually entered if an NTP server is not available. 

In order to configure time parameters of the bridge, complete the following steps:  

a. Select the GMT Offset for your time zone from the drop down list. 

b. Select the daylight savings setting appropriate for your area. 

c. Manually set the date and time following the format provided in parenthesis. 

d. Click Apply to save these settings. 
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e. The time settings can be confirmed by causing a log entry to be entered. From the Express Set-
up page, change the bridge System Name and apply the new settings. 

f. Navigate to the Home page after the new name is saved. The Event Log should have an entry 
with the correct GMT date and time. 

 
 


